
1) other contact platings, colours, lengths, wire cross-sections, terminals and alternatives in silicone on request
2) at normal ambient temperatures 
4) depending on cable length

General information

Order No. 1)

colours

sleeve

length

MSFK A441 / 1 /..(length) / ..(colour)

black, red, blue, yellow, green

PA6.6 (UL94-V2)

25 cm, 50 cm, 100 cm, 150 cm, 200 cm

●	 2 safety lamella-basket plugs, assembled on highly flexible 
	 double-insulated PVC cable 1 mm²

MSFK A441
Safety measuring lead

Ø 4 mm-safety

date: 10.09.2026

1000 V CAT IV 16 A

Technical data

cable

transition resistance 4) 

rated voltage 2)

rated current 2)

operating temperature

1 mm² PVC-doppelt-isoliert

5 m Ω/ 9 mΩ / 17 mΩ / 25 m Ω/ 35 m Ω

1000 V CAT IV

16 A

from -10 °C to +70 °C

79

20,5

Ø
 7

,9

Ø
 4

Ø
 1

0
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contact parts nickel-plated



Artikelnummern
Article numbers

SW

RT

BL

GE

GN

SW

RT

BL

GE

GN

SW

RT

BL

GE

GN

Schwarz

Rot

Blau

Gelb

Grün

Schwarz

Rot

Blau

Gelb

Grün

Schwarz

Rot

Blau

Gelb

Grün

Black

Red

Blue

Yellow

Green

Black

Red

Blue

Yellow

Green

Black

Red

Blue

Yellow

Green

MSFK A441 / 25

MSFK A441 / 50

MSFK A441 / 100

99015815

99015819

99022043

99015816

99015820

99022547

99022548

99022549

99014432

99015821

99022550

99022551

99022553

Ni

Ni

Ni



Artikelnummern
Article numbers

SW

RT

BL

GE

GN

SW

RT

BL

GE

GN

Schwarz

Rot

Blau

Gelb

Grün

Schwarz

Rot

Blau

Gelb

Grün

Black

Red

Blue

Yellow

Green

Black

Red

Blue

Yellow

Green

MSFK A441 / 150

MSFK A441 / 200

99023274

99023275

99015818

99015823

99016339

99016037

99019542

Ni

Ni


